Hpromate

PROMATE

nmentally and bus s-friendly duct-type filtering systems
Ecology Unit with Fan

developed against odor

A ALIZE MUHENDISLIK



PROMATE NEROVENTO
Single-deck Ecology Unit
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TECHNICAL PROPERTIES 17 35 52 105 140 175 210

Weight (kg) 181 235 335 404 544 656 841 959
"""""""" Max.ESP Flow (m¥h) 1750  3.500 5250  7.000 10.500  14.000  17.500 21.000
"""""""" Fan Model ADH  ADH ADH  ADH ADH  ADH ~ ADH ADH
""""""""" Fan Motor Power (kW) 1,1 22 3 4 55 75 75 75
""""""""" Fan Motor Speed (rpom) — 1.500  1.500 1500  1.500 1500  1.500  1.500 1500
 Noiselevel (db(A) 82,8 86,0 86,3 86,2 86,4 873 88,0 90,0
""""" Number of Cartridges (pcs)y 8 16 24 32 48 64 80 %
""""""" Amount of Carbon (kg) 24 48 72 9 144 192 240 288
_InDuctAirSpeed (m/) 05 05 05 05 05 05 05 05
_ ContactTimeforCarbon (s) 0,085 0,085 | 0,085 | 0,085 0,085 0,085 0,085 | 008
Input Voltage (V/F/Hz) 230/1/50  380/3/50  380/3/50  380/3/50 380/3/50 380/3/50  380/3/50  380/3/50
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, Height (mm) 535 700 700  1.030  1.030 1360 1360  1.690
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, Width (mm) 700 700 1030 1030 1360 1360 1690 1690
Llength (mm)  1.525 1.690 1.690 1.690 1.855 2.020 2.020 2.185

. FanDiameter (mm) 180 225 250 315 35 450 0 560
,,,,,,,,,,,,, Carbon Filter Cover (mm) 495 495 495 495 495 495 495 = 620
Fan Motor Cover (mm) 620 620 620 620 620 620 620 620

ALIZE ENGINEERING RESERVES the right to change the properties of the device in this brochure
PROMATE is an Alize Engineering brand.



PROMATE NEROVENTO

Stationary duct-type ecology unit, used to prevent odor release to the environment
from industrial kitchens.

PROMATE NEROVENTO is a state-of-the-art filitering solution by means of
activated carbon cartridges, produced specifically for kitchen exhaust odor,
developed by Alize Mihendislik which consists of carbon filter and fan.
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NEROVENTO BENEFITS:

+ Blocks the release of odor to the environment

+ 99% odor filtering can be achieved by means of optional installation models

+ No performance loss thanks to direct air transition between carbon cartridges and fan

« No time loss during installation because of its compact and installation friendly construction

« Unit can be utilized as a bench (with adequate project support)

« The unit can be installed outdoors thanks to its sturdy body vvhich is very resistant against elements
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